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WHERE APPLICABLE, PROVISIONS AND DETAILS CONTAINED 
IN THIS DOCUMENT ARE BASED ON THE INTERNATIONAL 
RESENTIAL CODE (IRC) [bracketed text shows reference to 
applicable sections of the IRC]. PROVISIONS CONTAINED IN 

THIS DOCUMENT THAT ARE NOT INCLUDED IN THE IRC ARE 
CONSIDERED GOOD PRACTICE RECOMMENDATIONS. WHERE 
DIFFERENCES OCCUR BETWEEN PROVISIONS OF THIS 
DOCUMENT AND THE IRC, THE PROVISION OF THE IRC SHALL 
APPLY. 











Figure 4: Beam Assembly Details 

DECK FRAMING PLAN 

A framing plan shows the joist and beam layout; the 
location of the ledger board, posts, and footings, and the 
lype, size, and spacing of the ledger board fasteners. See 
Figure 5 for an example of a typical deck framing plan. 

Figure 5: Typical Deck Framing Plan 
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LB/4 max. 
L round or square footing: see Table 4 

L"<jl or _" x _") x _" thick LBl4 max. 

overhang beam span (LB): see Table 3 
LB= 

10d common nail or #10 wood 
screw, staggered in 2 rows 

If a beam is constructed with 3-members, 
attach each outside member to the inside 
member as shown here. 

2 common nails or screws at each end or 
splice end; splices shall be located only over 
interior posts (Fi ure 3) 
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Lumber species' 

American Wood Council 

(see Table 1) 

x- ledger 
board with Y2"q, 
bolts/screws/anchors 
@ _" on center 
(see Table 5) 

__ Ibs 
(see Table 3A) 

stair stringers: 
cut or solid 
span: _' -_" 
(see Figure 28) 

treads: xoverhang - -­
(see Table 6) 


