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NOTES

1. IT IS THE DEVELOPERS/CONTRACTORS/ENGINEERS RESPONSIBILITY TO ENSURE THAT APPROPRIATE BACKFLOW PREVENTION, IN
ACCORDANCE WITH VIRGINIA WATERWORKS REGULATIONS AND LOCAL CODES, IS PROVIDED DOWNSTREAM OF THE DCVA.

2. WHERE REQUIRED BY CODE, POST INDICATOR VALVE AND FIRE DEPARTMENT CONNECTION ARE THE RESPONSIBILITY OF THE
DEVELOPER/CONTRACTOR /ENGINEER.

3. ALL JOINTS SHALL BE RESTRAINED FROM THE DETECTOR CHECK BACK TO THE TEE.

4, VALVE SHALL REMAIN CLOSED UNTIL THE 5/8—INCH METER IS INSTALLED BY JCSA. VIOLATION OF THIS WILL RESULT IN FINES
BEING IMPOSED BY JCSA. COST FOR METER INSTALLATION SHALL BE PAID BY THE DEVELOPER.

5. FOR INSTALLATION AREAS OUTSIDE OF THE R/W, DETECTOR CHECK SHALL BE NO MORE THAN 10-FEET FROM THE GATE VALVE.
6. INSTALLATION OF SDCV AND METER SHALL BE WITNESSED BY JCSA.
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